
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Assignment  
 

The KM10 type subscriber closure is intended for the protection of the local junctions 
connectors (performed with filled connectors) against mechanical damage and weathering of both 
outdoor and indoor building installations.  
 
 
Application 
 

The KM10 subscriber closure enables to install cable (up to 10 pairs of wires) and 
implement a typical subscriber installation for 10 subscribers (gives the possibility to output up to 
10 onepaired wires). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Construction  

The KM10 type subscriber closure is one-element closure provided with snap-locking 
closings, the construction guarantees a certain restraint of the guards and security before pulling 
out both multipaired and subscriber conduits.  

The KM10 type subscriber closure has an unique construction of cables' handles which 
allows to remove the junction and reassembly in the quickly and easily.  

Introduction 
 

The KM10 type subscriber closure is aesthetic and 
unfailing closure predesignated to protect subscriber on plaster 
installations. It protects against interference of outsiders as well 
as against weathering. 

 

Components of the complete set  
 
1 – Closure with bonnet  
2 – System lock bar 
3 – Cable ties for fastening wires in main 
      holder 
4 – Stretcher pegs Ø 5 mm  
5 – Screws for fastening the casings 
6 – Screen connector 
7 – Cardboard box 
 



The housing which is conformed for mounting the Abloy type lock, fully shields fixing 
screws and the closure's flange protects the cables and the protective tube.  

Thanks to its construction the KM10 closure's body is sustainable and reliable in fastening 
to any kind of construction surfaces. 
 
 
Materials 
 

Materials used in production process of the KM10 type subscriber closure are of high, 
mechanical characteristics, resistant to ageing and influence of environmental factors. A plastic  is 
stable to heat, non-flammable and self-extinguishing. 
 
 
Assembly 
 

They fasten the KM10 type subscriber closure using stretcher pegs attached to the set. 
When the closure is mounted, a telecommunication cable (up to 10 pairs of wires) should be 
inserted and fastened in the main holder, then the connection between telecommunication cable 
and the local loop subscriber conduits should be performed using the 3M Scotchlok type wire 
connectors. The telecommunication cable should be fastened in the main holder with cable tie 
attached in the set and the subscriber conduits in slit holders. If there is a need to connect the 
screen it should be performed using the attached screen connector. After the connection and 
mounting of all the cables are realized, close closure snapping the bonnet. If there is a need to 
apply the Abloy lock type the system lock, bar attached in mounting set should be used. 
 
 
Disassembly 
 

If you need to open up the closure to make the necessary modification of cable wires 
connections, open the Abloy lock and prize the  snap-fasteners located at the closure’s body.  

When the necessary modification of cables wires connections are done, all the cables 
should be put in the holders again and the closure bonnet closed. 
 
 
Packaging and shipment 
 

The KM10 type subscriber closure is packed in individual cardboard with the all elements 
needed for proper closing and mounting on the predestined structures.  

The bulk package contains 30 cardboard boxes of KM10 closures.  
Taking in mind that it is not a hazardous product according to the definitions given by UN, 

IMO, ADR/RID and IATA/ICAO, it is not required to place a special marking label on it.  
 
 

 

Manufacturer:                                        
PH-P "EFBI" SP. z o.o.  


